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Overlap of panels to always be consistent with right side panel located on top of left side panel. Bottom edge to be smooth and polished. Total railing height after top rail insert is provided to be 42" AFF. These are considered the standard panels. All planter to planter conditions and dimensions to be field verified by fabricator. In many locations there will be partial panels based on field conditions. Provide solid panels above the planter boxes. Small atrium (adjacent to elevators) requires panels around perimeter on all levels except second).
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Material Data:

Technical Specifications

Discrepancies Noted- Resubmittal Required

Notice to Proceed:

JS

Embassy Phoenix
HVMG

DETAIL DRAWINGS

Drawing #

1 2 3Date:______________

Signature:_________________________

Drawing shows planter and 

how it will appear installed. 

~Panels to be powder coated

black or other single stage 

color. 

~Panel sizes vary

 

 

Please note: Drawings are property 
of Enso Fabrication LLC.

Panel and Top bar mounting specs

Project ID: 1171

Phoenix

14G A36 (0.747”) 

Shown in grey for 

presentation purposes 

only. 

Satin Black powdercoat

.

 10-32 Thread cutting screw

 10-32 Self tapping screw 

Top Bar mounting:
Done in 10’ sections cut onsite.

Distance between screws will be 24”

Panel mounting:
Predrilling 




